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: PERMANENT SEEDING NOTES: . v
APPLY TO GRADED OR CLEARED AREA NOT SUBJECT TO IMMEDIATE FURTHER DISTRUBANCE

LOOSEN UPPER THREE-INCHES OF SOIL BY RAKING, DISCING OR
IF NOT PREVIOUSLY LOOSENED. :

IN LIEU OF SOIL TEST RECOMMENDATIONS, USE ONE OF THE

1) PREFERRED - APPLY 2 TONS PER ACRE DOLOMITIC LIMESTONE (92 LBS/1000
SQ.FT.) AND 600 LBS PER ACRE 10-10-10 FERTILIZER (14 LBS/1000 SQ.FT.)

AT TIME OF SEEDING,
APPLY 400 LBS, PER 30-0-0 UREAFORM FERTILIZER (9 LBS/1000 SQ.FT.)

2) ACCEPTABLE - APPLY 2 TONS PER ACRE DOLOMITIC LIMESTONE (92 LBS/1000
SQ.FT.) AND 10C0 L8S. PER ACRE 10-10-10 FERTILIZER (23 LBS./1000 SQ.FT.)
BEFORE SEEDING. HARROW OR DISC INTO UPPER THREE-INCHES OF SOIL.

EEDING: FOR THE PERIODS MARCH 1 THRU APRIL 30, AND AUGUST 1 THRU OCTOBER 15,

[ WITH 60 LBS. PER ACRE (1.4 LBS/1000 SQ.FT.) OF KENTUCKY 31 TALL FESCUE.
SEED WITH 60 LBS. KENTUCKY 31 TALL FESCUE
PER ACRE AND 2 LBS. PER ACRE (.05 LBS/1000 SQ.FT.) OF WEEPING LOVCGRASS. DURINC
THE PERIOD OF OCTOBER 16 THRU FEBRUARY 28, PROTECT SITE BY: OPTION (1) 2 TONS

'!Qﬁﬁﬁﬁkik b5 ¥

¢

g ,.iv:‘m {

v

i

; WHERE A PERMANENT LONG-LIVED VEGETATIVE COVER IS NEEDED,
SEEDBED PREPARATION:

i OTHER ACCEPTABLE MEANS BEFORE SEEDING,

' SOIL AMENDMENTS:
FOLLOWING SCHEDULE,

BEFORE SEEDING.

¥ HARROW OR DISC INTO UPPER THREE-INCHES OF SOIL.
FOR THE PERIOD MAY 1 THRU JuULY 31,

oo

S T T T T e TR T T R

A e

/

PER ACRE OF WELL ANCHORED STRAW MULCH AND SEED AS SOON AS POSSIBLE IN THE i
SPRING. OPTION (2) USE SOD, OPTION (3) SEED WITH 60 LBS/ACRE KENTUCKY 31 TALL
FESCUE AND MULCH WITH 2 TONS/ACRE WILL ANCHORED STRAW,
MULCHING: APPLY 1 1/2 TO 2 TONS PER ACRE (70 TO %0 LBS/1000 SQ.FT.) OR UNROTTEC
SMATL GRAIN STRAW IMMEDIATELY AFTER SEEDING. ANCHOR MULCH IMMEDIATELY
AFTER APPLICATION USING MULCH ANCHORING TOOL OR 218 GALLONS PER ACRE
{5 GAL/1000 SQ. FT.) OF EMULSIFIED ASPHALT ON FLAT AREAS. ON SLOPES 8 FEET
OR HIGHTER, USE 348 GAL!ONS PER ACRE (8 GAL/1000 SQ.FT.) FOR ANCHORING.
MAINTENANCE: INSPECT ALL SEEDED AREAS AND MAKE NEEDED REPAIRS, REPLACEMENTS
AND RESEEDINGS.

TEMPORARY SEEDING NOTES:

APPLY TO GRADED OR CLEARED AREAS LIKELY TO BE REDISTURBED WHERE A
SHORT-TERM VEGETATIVE COVER IS NEEDED.

SEEDBED PREPARATIC:: LOOSEN UPPER THREE-INCHES OF SOIL BY RAKING, DISCING OR
OTHER ACCEPTABLE ! :ANS BEFORE SEEDING, IF NOT PREVIOUSLY LOOSENED.
SOIL AMENDMENTS: +°PLY 600 LBS PER ACRE 10-10-10 FERTILIZER (14 LBS/1000
$Q.FT.)-

EEDINd: FOR PERIODS MARCH 1 THRU APRIL 30 AND FROM AUGUST 15 THRU NOVEMBER

5, SEED WITH 2 1/2 BUSHEL PER ACRE OF ANNUAL RYE (3.2 LBS/1000 SQ.FT.).

FOR THE PERIOD MAY 1 THRU AUGUST 14, SEED WITH 3 LBS PER ACRE OF WEEPING
LOVEGRASS (.07 LBS/1000 SQ.FT.). FOR THE PERIOD NOVEMBER 16 THRU FEBRUARY 28,
PROTECT SITE BY APPLYING 2 TONS PER ACRE OF WELL ANCHORED STRAW MULCH AND SEED
AS SOON AS POSSIBLE IN THE SPRING, OR USE SOD.

MULCHING: APPLY 1 1/2 TO 2 TONS PER ACRE (70 TO 90 LBS/1000 SQ.FT.) OF UNROTTED
SMATL GRAIN STRAW IMMEDIATELY AFTER SEEDING. ANCHOR MULCH IMMEDIATELY

AFTER APPLICATION USINGE MULCH ANCHORING TOOL OR 218 GAL PER ACRE (5 GAL/1000
SQ.FT.) OF EMULSIFIED ASPHALT ON FLAT AREAS. ON SLOPES, 8 FT. OR HIGHER,

USE 348 GAL PER ACRE (8 GAL/1000 SQ.FT.) FOR ANCHORING.

REFER TO THE 1983 MARYLAND STANDARDS AND SPECIFICATIONS FOR SOIL EROSION AND
SEDIMENT CONTROL FOR RATE AND METHODS NOT COVERED.

STONE QUTLET SEDIMENT TRAP ¥

kN

T e,
Filte Clotn”
Escovore For Reanerd Storegs

CROSS SECTION A-A

OPTION: A ome foot l-yorof!'um-yhyheduthmm-ihdmdprq in
place of the embedded filter cloth.
CONSTRUCTION SPECIFICATIONS YOX ST-Y
1. Ares umder embankment shail be clesrec, grubbed and stripped of amy vegetation ewd root
wat. The pool area shall be clesred.

2. The fill material for the embsriment shall be free of roots oot other woody nggtnin s
well ss over-eized stones, rocks, orgenic material or other objectiovsble 'nnterul. The
embaokwent shall be compected by traversing vith equipment while it is being constructed.

3. All cut and fill slopes shall be 2:1 or flatter.

6. The stooe used in the outlet shall be small riprap 4"-8" sloug with a lt thickness 9( 2
sggregate placed ou the up grade side om the small riprap 9% embedded filter cloth in the
viprap.

S. Sediment shall be removed and trap restored te its original dimensioms whem the sediment
bas sccusulated to ) the design depth of the trap.

6. The structure shall be inspected after esch rain sand repsirs mede a9 veeded.

7. Cometruction operstions shall be cerried out in such & manmer tham erosion end weter
' pollution is minimired.

8. The structure shall be removed smd the ares stabilized vhen the draimege arez has been
properly stabilized.

STONE., OUTULET SEDIMENT
TRAP DATA
tZﬂﬂlﬁccht Arzar Z.\l Ac.t

Yolume Rzquired * 141 cu.yde,
Yolurme Rovidaed = 147 cu.yde.
Top Dimensions = Bo'v 150!

Potom Dimerawons: Z4'x 144
Sde Dlopas =+ 1)

Depth : 20

PoHom Elevation = BZLOO

Weir Cresot BElzvation : 22200
Cleanout Elgvation =222 o

Weir Cresd ‘L' Dimensions 8.6

FISHER, COLLINS & CARTER, INC.

CIVIL ENGINEERS & LAND SURVEYORS

8388 COURT AVENUE
ELLICOTT CITY, MARYLAND 2[043

STABILIZED CONSTRUCTION ENTRANCE
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PLAN VIEW

CONSTRUCTION SPECIFICATIONS

¥ EXISTING
il PAVEMENT

o

=

1. Stone Size - Use 2" gtone, or reclaimed or recycled concrete equivalent,
2, Length - As tequired, but not less than SO feet (except on & single resi-
dence lot where a 30 foot minimum length would apply).

3. Thickness - Not less than six (6) inches,

4. Width « Ten (10) foot minimum, but not less than the full width at

points where ingress or egress occurs.

5. Filter Cloth ~ Will be placed over the entire area prior to placing of stone.

Filtef will not be required on a single family residence lot.
Surface Water — All surface water flowing or diverted toward construction
entrances shall be piped across the entrance.

If piping is impractical,

a mountable berm with 5:1 slopes will be permitted.

Maintenance - The entrance shall be maintsined in a condition which will
prevent tracking or flowing of sediment onto public rights-of-way,

This may

require periodic top dressing with additional stone as conditions demand

and repair and/or cleanout of any measures used to trap sediment.

All

sediment spilled, dropped, washed or tracked onto pubiic rights-of- way must

be removed immediately.

8. Washing - Wheels shall be cleaned to remove sediment prior to entrance onto

public rights-of-way,

When washing {s required, it shall be done on an area

stabilized with stone and which drains into an approved sediment trapping

device,

9. Periodic inspection and needed maintenance shall be provided after each rain. 4
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BEDDING DETAIL

STANDARD SYMBOL

| b 2
!

WITH BALES.

ANCHCRING DETAIL

SR PECIFICATIONS

ENDS TIGHTLY ABUTTING THE ADUACENT BALES,

2. EAcH BALE SHALL BE EMBETDED IN THE SOIL A MINIMLM OF (4) INCHES, ND-PLACED SO 23

THE BINDINGS ARE HMORIZONTAL.

SILT FENCE

——r———

SPACING)

W0'MAX ¢ Toc.
"
e

/-mn WINE FENCE (MIN. % 1/2 GAUGE , MAX. §" TSN

36" MIN. FENCE POSTS, DRIVEN WM,
16" INTO GROUND

BOUND BALES PLACED ON CONTOUR

2 RE-BARS STEEL PICKETS,0R 242" STAXKES
1172" TO2' IN GROUND, DRIVE STAKES FLUSH

PERSPECTIVE VIEW

WOVEN WIRE FENCE (14Y, GA. M., MAX.
6" MESH SPACING) WITH FILTER CLOTH ovtnq

FLow

[-ss" MIN. FENCE POST

20" mIN

UNDISTURBED GROUND
ﬁr\i[

EMBED FILTER CLOTH
MIN. 87 INTO cwouno—/_y

— b 187 MiN, STANDARD SYMBOL
i —_ . s
SECTION _

1. WovEN WIRE FENCE TO BE FASTENED SECURELY POSTS:  SveeL slylp? T U
TO FENCE POSTS WITH WIRE TIES OR STAPLES. TYPE OR 2" HARIWOOD

2. FILTER CLOTH TO BE FASTENED SECURELY TO FENCE : NQVFN KIRE, lgp G,
WOVEN KIRE FENCE WITH TIES SPACED 6" Fax, FesH Opening
EVERY 24" AT TOP AND MID SECTION,
WHEN TWO SECTIONS OF FILTER CLOTM FILTER CLOTH: Fyirer X,
ADJOIN EACH OTHER THEY SHALL BE OVER- LIRAF | 1 X, S1aBi-
LAPPED BY SIX INCHES AND FOLDED. INka TI4ON or ApPrOVED

QUAL .

3. Bafs sl Be SEC\.?ELY ANCHORED [N PLACE BY EITHER TWO STAKES OR RE-BARS DRIVEN

THROUGH THE BALE,
PREVIOUSLY LAID BALE AT AN ANGLE TO FORCE THE BALES TOGETHER,

HE FIRST STAKE [N EACH BALE SMALL BE DRIVEN TOWARD THE

DRIVEN FLUSH WITH THE BALE.

STAKES SHaLL BE

4, MAINTENANCE SHALL BE PERFORMED AS
- NEEDED AND MATERIAL REMOVED WHEN

"BULGES” DEVELOP IN THE SILT FENCE,

4, LPE{EIPEESTION SHALL BE FREQUENT ArD REPAIR REPLACEMENT SHALL BE MADE PROMPTLY AS

5. Bars s e REMOVED WeN THEY
OR [MPEDE STORM FLOW OR DRAINAGE.
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HAVE SERVED THEIR USEFULNESS SO AS NOT TO BLOCX /

NEx. Storm We
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. DENOTES APPROXIMATE T 6 i, GRADING 01 PLANTING
LCCATICN OF ACER §ACOHARUM 0N SLOPES
(SUGAR MAPLE) 21/2" CALIPER, - Twice Ball
PLANTED 40’ QM CENTER, ots.
fote: Remove Qurlap from
Top 1/3 of Ball i
1
* TREE _PLANTING DETAIL
NO SCALE _
¢ NOVe: CONTRACTOR SHALL VERIFY? LOCATION OF UNCERGROUND UTILITIES
PRIOR TO DIGGING. FINAL LCCATICHNS OF TREZS MAY BE ACJUSTID

SUIGHTLY TO ACCOMMOOATE FIELO CSNOITIONS. PLANTING |
PROCEOURES SHALL COMPLY WITH "LANUSCAPE SPECIFiCATIONS FOR ;'
BALTIMORE-WASHINGTON METROPOLITAN AREAS". SUBSTITUTIONS TO

THE ABOVE SPECIES MAY BE PERMITTED, PROVIOED THAT THE PLANTING
IS IN ACCORDANCE WITH THE STREZT TREZ AND LANDSCAPE REQUIRE-
MENTS AS SPECIFIED IN SECTION 16.131 OF THE HOWARD COUNTY
SUBOLVISION REGULATIONS.

UOTE :STHMEET TREES TO BE PLAVWTED 2° eEVID
SIDEWALW AUD I' WS\PDE R/W LIME FOR BILL
LILLY CoVRT. STHEET THREES TO BE PLAATED
2'BEHIMD S\DEWALY AND | BEUIWID BR/W LWWE FOR
STAMSFI\ELD ROAY (HEE PETAIL A’ FOR BILL LILUY cDURT)

-

- , SEDIMENT CONTROL NOTES:

1) A MINIMUM OF 24 HOURS NOTICE MUST BE GIVEN TO THE HOWARD COUNTY OFFICE

?r INSPECTIONS AND PERMITS PRIOR TO THE START OF ANY CONSTRUCTION
' 992-2437). :
2) ALL VEGETATIVE AND STRUCTURAL PRACTICES ARE TO BE INSTALLED ACCORDING
TO THE PROVISIONS OF THIS PLAN AND ARE TO BE IN CONFORMANCE WITH THE-
‘ 1983 MARYLAND STANDARDS AND SPECIFICATIONS FOR SOIL EROSION AND
SEDIMENT CONTROL. . .
3) FOLLOWING INITIAL SOIL DISTURBANCE OR REDISTURBANCE,
TEMPORARY STABILIZATION SHALL BE COMPLETED WITHIN:
FOR ALL PERIMETER SEDIMENT CONTROL STRUCTURES, DIKES, PERIMETER SLOPES
AND ALL SLOPES GREATER THAN 3:1, b) 14 DAYS AS TO ALL OTHER DISTURBED .
OR GRADED AREAS ON THE PROJECT SITE.
ALL SEDIMENT TRAPS/BASINS SHOWN MUST BE FENCED AND WARNING SIGNS
POSTED AROUND THEIR PERIMETER IN ACCORDANCE WITH VOL. 1, CHAPTER 12,
OF THE HOWARD COUNTY DESIGN MANUAL, STORM DRAINAGE.

5) ALL DISTURBED AREAS MUST BE STABILIZED WITHIN THE TIME PERIOD
SPECIFIED ABOVE IN ACCORDANCE WITH THE 1983 MARYLAND STANDARDS AND
SPECIFICATIONS FOR SOIL EROSION AND SEDIMENT CONTROL FOR PERMANENT
SEEDINGS (SEC. 51) SOD (SEC. 54), TEMPORARY SEEDING (SEC. 50) AND
MULCHING (SEC. 52). TEMPORARY STABILIZATION WITH MULCH ALONE CAN ONLY
BE DONE WHEN RECOMMENDED SEEDING DATES DO NOT ALLOW FOR PROPER
GERMINATION AND ESTABLISHMENT OF GRASSES.

6) ALL SEDIMENT CONTROL STRUCTURES ARE TO REMAIN IN PLACE AND ARE TO BE

; MAINTAINED IN OPERATIVE CONDITION UNTIL PERMISSION FOR THEIR REMOVAL
' HAS BEEN OBTAINED FROM THE HOWARD COUNTY SEDIMENT CONTROL INSPECTOR.
7) SITE ANALYSIS:

PERMANENT OR
a) 7 CALENDAR DAYS

 4)

TOTAL AREA OF SITE lo. 1oy ACRES
AREA DISTURBED &40 ACRES
AREA, TO BE ROOFED OR PAVED Q. el ACRES
AREA TO BE VEGETATIVELY STABILIZED 1. 229 ACRES
TOTAL CUT B, 000 Cu.YDS.
TOTAL FILL 5,000 CU.YDS.
OFFSITE WASTE/BORROW AREA LOCATION - = = Cu.YDS.

FOR PLACEMENT OF UTILITIES MUST BE REPAIRED ON THE SAME DAY OF
DISTURBANCE.
ADDITIONAL SEDIMENT CONTROLS MUST BE PROVIDED,IF DEEMED NECESSARY BY
THE HOWARD COUNTY DPW SEDIMENT CONTROL INSPECTOR.

10)ON ALL SITES WITH DISTURBED AREAS IN EXCESS OF 2 ACRES, APPROVAL OF
THE INSPECTION AGENCY SHALL BE REQUESTED UPON COMPLETION OF )
INSTALLATION OF PERIMETER EROSION AND SEDIMENT CONTROLS, BUT BEFORE
PROCEEDING WITH ANY OTHER EARTH DISTURBANCE OR GRADING. OTHER BUILDING
OR GRADING INSPECTION APPROVALS MAY NOT BE AUTHORIZED UNTIL THIS i
INITIAL APPROVAL BY THE INSPECTION AGENCY IS MADE. .-

8) ANY SEDIMENT CONTROL PRACTICE WHICH IS DISTURBED BY GRADING ACTIVITY
9)

. 1. OBTAIN GRADING PERMIT.
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CONSTRUCT STABILIZED CONSTRUCTION ENTRANCE AND SEDIMENT TRAP
AS SHOWN ON PLAN. STABILIZE THE TRAP WITH TEMPORARY SEEDING.
GRADE ROADS TO SUBGRADE.

CONSTRUCT STORM DRAIN SYSTEM AND INSTALL INLET PROTECTION
DEVICES AT ALL INLETS. DURING CONSTRUCTION OF THE STORM DRAIN
SYSTEM FROM S-1 TO 1-2 STRAW BALE DIKE . OR SILT FENCE WILF BE
PLACED DOWNGRADE OF DISTURBED AREAS AT THE END OF EACH

5. THE CONTRACTOR SHALL INSPECT AND PROVIDE NECESSARY
MAINTENANCE ON THE SEDIMENT AND EROSION CONTROL STRUCTURES
SHOWN HEREON, AFTER EACH RAINFALL AND ON A DAILY BASIS.
6. SEDIMENT SHALL BE REMOVED FROM THE TRAP WHEN THE CLEANOUT
ELEVATION HAS BEEN REACHED.
THE SEDIMENT TRAP SHALL BZ DEWA' EKLL BY PUMPING.
REMOVE SEDIMENT FROM ROADWAYS AND DRESS STONE
CONSTRUCTION ENTRANCE AS REQUIRED. .
9. REMOVE INLET PROTECTION DEVICES AND FLUSH STORM DRAIN
SYSTEM TC REMOVE ANY TRAPPED SEDIMENT.
10. REMOVE STONE CONSTRUCTION ENTRANCE AND STRAW BALE fSTRE/ ™\
SILT F=NCE. CLEAN BASE COURSE. APPLY TACK COAT TO BASE COURS\P
AND LAY SURFACE COURSE,
11. ALL DISTURBED AREAS DUE TO REMOVAL OF SEDIMENT CONTROL X
MEASURES SHALL BE GRADED AND STABILIZED BY PERMANENT SEEDING.

. FOLLOWING INITIAL SOIL DISTURBANCE OR REDISTURBANCE, PERMANENT
OR TEMPORARY STABILIZATION SHALL BE COMPLETED WITHIN
A) 7 CALENDAR DAYS FOR ALL PERIMETER SEDIMENT CONTROL
STRUCTURES, DIKES, SWALES, DITCH PERIMETER SLOPES AND ALL SLOPES
GREATER THAN 3:1; B) 14 DAYS FOR ALL OTHER DISTURBED OR GRADED
AREAS ON THE PROJECT SITE.

13. NOTIFY HOWARD COUNTY OFFICE OF INSPECTION AND PERMITS FOR FINAL
. INSPECTION AT DURATION OF PROJECT.

Lilly's Additien +o Lakeview

Howard Coumty, Moryland
Scalz . Aa, Stiown Apr'i' 1H, 1088

JAND {THAT IT WAS PREPARED IN ACCORDANCE

;*5n<>m£A£.__,\~/./‘! ‘Gagl/ .

ENGINEER'S CERTIFICATE

J"MEREBY CERTIFY THAT THIS PLAN FOR
EROSTON AND SEDIMENT CONTROL REPRESENTS

A PRACTICAL AND WORKABLE PLAN BASED ON MY
PERSONAL KNOWLEDGE :OF THE SITE CONDITIONS

WITIL.THE REQUIREMENTS OF THE HOWARD SOIL
COMSARVATION DISTRICT.
0 O INETER A l

DEVELOPER'S CERTIFICATE

"I/WE CERTIFY THAT ALL DEVELOPMENT
AND CONSTRUCTION WILL BE DONE ACCORDING
TG THIS PLAN OF DEVELOPMENT AND PLAN FOR.
EROSTON AND SEDIMENT CONTROL AND THAT ALL i
RESPONSIBLE PERSONHEL INVOLVED IN THE 1
CONSTRUCTION PROJECT WILL HAVE A
CERTIFICATE OF ATTENDANCE AT A DEPARTMENT
OF NATURAL RESOURCES APPROVED TRAINING
PROGRAM FOR THE CONTROL OF SEDIMENT AND !
EROSION BEFORE BEGINHING THE PROJECT, I |
ALSO AUTHORIZE PERIODIC ON-SITE INSPECTION
BY THE HOWARD SOIL CONSERVATION DISTRICT -

OR THHAR AYTHORIZED AGENTS, AS ARE DEEMED
NERT '.r;/' 4 )

“AL L 2 4 288
Sy URE OF DEVELEPLR

T DATE

AGE

R HWARDCOUNTY SOIL CONSERVATION
‘»Ist[CH ICAL REQUIREMENTS.

AT

SLRVATION DI

THIS DEVELOPMENT IS APPROVED FOR EROSION AND
SEDIMENT CONTROL BY THE HPWARD SOIL

HOWARD SOIL CONSERVATION DISTRICT

APPROVED: OFFICE OF PLANNING AND ZONING

PR IR
DATE
RS

CHItF, DIVISION OF COMMUTITY
PLANNING AND LAND DEVELOPMENT

APPROVED: DEPARTMENT OF PUBLIC WORKS
I DO, vzR-8Y
CHIEF, BUREAU OF EWGINCERING & ~ DATE

APPROVED: DEPARTMENT OF PUBLIC WORKS
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6HI[F, BUREAU OF HIGHWAYS DATE

APPROVED: DEPARTMENT OF PUBLIC WORKS
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